















































NOTE: IF TOP ROD ONLY (TRO) DEVICE, SKIP THIS PAGE AND CONTINUE WITH INSTALLATION
BOTTOM ROD & BOLT FOR HURRICANE DEVICE Rﬂfad 1/4-20 X 1" hexbolt into

rod a MINIMUM of 1/2"

¥

te positi I
note position ) I XX + 5/8" Example
XX"
( Approx. 37 3/4" g
Example) 1
hid
FIG. 17B FIG. 17C
- W
To establish bottom rod length, measure the 5/8" BOLTJ . Insert rod into bottom bolt.
distance from the slot in the carriage to the ENGAGEMENT E:nlshed Align holes in rod and bolt that will result in
floor or threshold (XX") and add 5/8". oor overall length closest to dimension needed.

Adjust threaded hexbolt at opposite
end of rod for fine adjustment of length.
Mark location on rod where it meets

the bolt and/or tape bolt in position.
Place bottom bolt and rod assembly into bottom bracket.
ROD Slide the pin through the slot of the bracket through the
bolt and rod assembly. Insert pin clip.
Use 1/4 x 20 bolt at top of rod to obtain final adjustment. I
CLIP When properly adjusted, pin will be located at or near S
the index mark on the bracket. "(
0
I' i/ .

INDEX MARK FOR 3/4" FROM FLOOR TO BOTTOM
OF DOOR (UNDERCUT) & THRESHOLD

.i PIN FIG. 19

INDEX MARK FOR 1/8"

Lock bolt head firmly in
&@ place in carriage with
plate, starwasher &

4

UNDERCUT screw
Rotate bolt for minor rod
BRACKET height adjustment.
T T
FIG. 20C
FIG. 208 Attach strike (P/N 103546)
ﬁ ﬁ to floor or threshold
Drill 1" hole for ===
= Drill holes for strike mounting screws

With Door closed use tip
of Bolt to mark location
for Strike

strike (minimum
/_ depth(- 3/4") N & secure strike with screws.
Drill 3/16" hole for plastic anchor.
) Drill 5/16" hole for metal anchor.
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NOTE: IF TOP ROD ONLY (TRO) DEVICE, SKIP THIS PAGE AND CONTINUE WITH INSTALLATION

BOTTOM BOLT TESTING AND ADJUSTMENT FOR HURRICANE DEVICE

If additional length is required, remove clip and link
pin, move bolt down and reinsert pin in next lower
hole. Insert clip on pin.

Adjust Bolt for approximately 1/16" clearance between end of bolt and
surface of strike when retracted.

Open and close door to be sure bolt does not hit high areas of floor.
Re-adjust if necessary. Confirm that the bolt drops freely and does
not bind when latch is released.

BOTTOM BOLT Testing and Adjustment
Testing
1. Close the door; bolt should drop into the strike as the door moves into the fully closed position.
2. Press the pushpad and open the door.
The bottom latch bolt should retract out of the strike and clear the strike by 1/16" to 1/8". Vertical travel of the bolt should be 3/4".
3. Release the pushpad; bolt should remain retracted until the door is closed.

Adjustment

1. If bottom bolt drags the floor or hits edge of strike:

Loosen bolt retainer in the carriage assembly and pull bolt from carriage.

Screw bolt onto bottom rod one or two turns and return it to the carriage.

Test door to assure clearance and secure bolt in carriage by tightening bolt retaining plate.
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27" rod cover supplied
must be cut to
appropriate length

FIG. 21

(Standard device)

l

Secure bottom cover

o

|

FIG. 23

Measure from bottom of mounting
bracket to inset shoulder as shown
for rod cover length

STANDARD
DEVICE

Place bottom cover over rod cover then slide down
over plastic and bottom bracket. Use one screw in
/ the plastic bracket and one in the bottom bracket

Install centercase cover LAST.
Be sure edges of rod covers
are not exposed.

sy

6-32 x 3/8" PFHU

NOTE: TRO device
requires hole cap in
bottom rod cover slot
(taped inside cover)

HURRICANE
DEVICE

see page 9 for

cover installation

Adjust rod

dampener so
it is below rod
cover kracket

Slide rod cover into
rod cover support
bracket and then
snap rod cover on
rod cover bracket

Rod cover
cut edge

Rod cover
support bracket

FIG. 22

Install Centercase Cover & Sign

These components do NOT
apply to TRO devices
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Place EA-561 sign on door
(For Electrified Models ONLY)

EMERGENCY EXIT ONLY
ALARM WILL SOUND

=

FIG. 24



FIRE RATED TOP ROD ONLY (TRO) DOORS

A door locking popper is required when a fire door utilizes a top latching mechanism only (TRO). The popper is designed to project
a spring loaded bolt into the adjacent frame or door in the event of fire. Detex recommends

installing the popper in the edge of the door 12" above the threshold or finished floor. Holes for the popper

and plug must be aligned with each other.

9/16" Dia. Min.
3/4" Dia. Min. 1-5/8" Deep min.
1-1/4" Deep min.

Retaining Clip

Popper

Cap Plug

12"
12"

FIG. 25

NOTE: Door/Frame reinforcement is required where popper and cap plug are to be installed.

Narrow Stile Endcap Mounting Plate Fascia (For use on Glass Doors)
(not used with EC2 endcap)

DOUBLE SIDED '
TAPE
FASCIA

FIG. 26
a. Remove the endcap mounting bracket.

b. Attach the fascia with the adhesive tape as shown in Fig. 28.
c. Re-attach the endcap mounting bracket.
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